
 

 

 

QA/QC-4 12-19-02

TYPE MIX:______________________JMF NO.______________________________________

CONTRACTOR:_______________________PLANT LOCATION:__________________________X  =  FROM TOP PORTION OF RICE WORKSHEET

 Y = FROM BOTTOM PORTION OF RICE WORKSHEET

[9]         

2.

3. (AVG. 1-4)

4.

(AVG. 2,3,4,12)

12.

(AVG. 3,4,12,20)

20.

(AVG. 4,12,20,28)

28.

NOTE 1:  IF A DIFFERENCE VALUE DOES NOT SEEM TO BE REPRESENTATIVE, PERFORM ANOTHER RICE TEST WITH THE

DRY BACK PROCEDURE, AND IF THAT VALUE IS REPRESENTATIVE, USE IT INSTEAD.

NOTE 2:  DRY BACKS WILL BE RUN ON THE FIRST FOUR RICE TESTS FOR EACH JOB MIX FORMULA.  THE AVERAGE

DIFFERENCE OF THESE FOUR RICE TESTS WILL ESTABLISH A CORRECTION FACTOR FROM THE MAX. SP. GR.

(THE FIGURE CALCULATED ON TOP PORTION OF THE RICE WORKSHEET) AND ENTER THE RESULT AT THE BOTTOM

OF THE RICE WORKSHEET AS MAX. SP. GR. (DRY BACK).  ACTUAL DRY BACKS WILL BE RUN ON EVERY EIGHTH

RICE TEST THEREAFTER AND A NEW MOVING AVERAGE CORRECTION FACTOR WILL BE COMPUTED.

* BY PROVIDING THIS DATA UNDER MY SIGNATURE AND/OR HiCAMS CERTIFICATION NUMBER, I ATTEST TO THE ACCURACY

AND VALIDITY OF THE DATA CONTAINED ON THIS FORM AND CERTIFY THAT NO DELIBERATE MISREPRESENTATION OF TEST RESULTS,

IN ANY MANNER, HAS OCCURRED.

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION

RICE DRY BACK CORRECTION FACTOR WORKSHEET

[5] [6] [7] 1.              [8] [10]

DIFFERENCE

Z = (X - Y)

CORRECTION FACTOR

AVG. DIFFERENCESAMPLE NUMBER

MOVING AVG. OF 4

* QA/QC TECHNICIAN'S

SIGNATURE w/HiCAMS   #

MAXIMUM SPECIFIC

GRAVITY

(X)

MAXIMUM SPECIFIC

GRAVITY (DRY BACK)

(Y)

[1] [2]

[3] [4]



 

 

QA/QC-4 
RICE TEST DRYBACK CORRECTION FACTOR WORKSHEET 

 

GENERAL NOTE: This worksheet may be used by either QC or QA personnel to establish Rice dry back correction factors.  
While the use of a dry back correction factor is an option and is acceptable, it is not required.  Dry backs may be 
performed on any or all Rice Test if desired.  QA/QC-4 forms shall be maintained in the QC lab files for a minimum of one 
three (3) years after completion of the form.  QA shall maintain its forms indefinitely unless permission is given otherwise. 
 
 
1. Type mix being produced. 
2. Appropriate job mix formula number. 
3. Contractor producing mix. 
4. Actual location of plant site. 
5. QC sample number. 
6. Uncorrected maximum specific gravity from top portion of Rice worksheet, (QA/QC-2). 
7. Corrected maximum gravity from bottom portion of Rice worksheet (QA/QC-2). 
8. Difference Z = (X) - (Y) to the nearest 0.001 (x.xxx).  (see Note 1 at bottom of this worksheet). 
9. Refer to Note 2 at bottom of this worksheet for specific instructions for determining dry  back correction factors. 
10. QA or QC Technician’s signature certifying that all data entered on this form is true and correct. 
 
 
 

 

  


